
• LTEC and LTCP are a range of low 
temperature shrink duct sealing end
caps

• Shrink temperature below 80°C
• LTCP is a closed cap
• LTEC is a similar cap with outlet for

cable feedthrough
• Suitable for applications on PVC ducting

and cable sheaths where lower
installation temperatures are required to
avoid damage

• Fast and simple installation with a
standard torch

LTEC-LTCP
Duct end caps
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makes no warranties as to its accuracy or completeness and disclaims any liability in connection with its use. Tyco Electronics’ obligations shall only be as set forth in Tyco Electronics’
Standard Terms and Conditions of Sale for this product and in no case will Tyco Electronics be liable for any incidental, indirect or consequential damages arising out of the sale,
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How it works

Wipe loose dirt from PVC duct and simply
slip LTEC of LTCP over the duct.

Shrink the LTEC or LTCP with a soft blue-
yellow flame.

The completed seal.

Sizing/ordering information
Dimension (mm)

LTEC

Description Diameter Length
H J S R

a b a b nom. nom.

LTEC 100 60 40 15 5 70 43
LTEC 150 55 30 35 12 65 35
LTEC 175 100 49 31 13 49 87
LTEC 200 130 105 28 10 70 47
LTEC 300 130 105 50 24 70 47
LTEC 400 130 105 95 47 70 47

LTCP

Description Diameter Length
H P

a b nom.

LTCP 150 55 45 110
LTCP 600 130 90 110

a = as supplied (max.)
b = after unrestricted recovery (min.)
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